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TABLE 4 TO SUBPART IIII OF PART 60—EMISSION STANDARDS FOR STATIONARY FIRE
PuMP ENGINES
[As stated in §§60.4202(d) and 60.4205(c), you must comply with the following emission standards for stationary fire pump

engines]
Maximum engine power Model year(s) N’KI‘F(‘)S * co PM

KW<8 (HP<11) .o 2010 and earlier . 10.5 (7.8) 8.0 (6.0) 1.0 (0.75)
. 2011+ ... (5. 0.40 (0.30)
8<KW<19 (11<HP<25) 2010 and earlier . (7. 0.80 (0.60)
. .. | 2011+ (5. 0.40 (0.30)
19<KW<37 (255HP<50) ....ccooeveuiiiiiicns 2010 and earlier . (7. 0.80 (0.60)
. 20114 e (5. 0.30 (0.22)
37<KW<56 (50<HP<75) 2010 and earlier . (7. 0.80 (0.60)
. .1 2011+1 (3. 0.40 (0.30)
56<KW<75 (75<HP<100) .....cccoovviirricnnes 2010 and earlier (7. 0.80 (0.60)
. . | 201141 (3. 0.40 (0.30)
75<KW<130 (100<HP<175) ...coccvviennen. 2009 and earlier (7. 0.80 (0.60)
. 2010+2 (3. 0.30 (0.22)
130<KW<225 (175<HP<300) 2008 and earlier . (7. 0.54 (0.40)
. 2009+3 (3. 0.20 (0.15)
225<KW<450 (300<HP<600) .... | 2008 and earlier . (7. 0.54 (0.40)
. ... | 2009+3 (3. 0.20 (0.15)
450<KW<560 (600<HP<750) 2008 and earlier . (7. 0.54 (0.40)
. 2009+ ..o (3. 0.20 (0.15)
KW>560 (HP>750) 2007 and earlier . (7. 0.54 (0.40)
2008+ (4. 0.20 (0.15)

1For model years 2011-2013, manufacturers, owners and operators of fire pump stationary Cl ICE in this engine power cat-
egory with a rated speed of greater than 2,650 revolutions per minute (rpm) may comply with the emission limitations for 2010
model year engines.

2For model years 2010-2012, manufacturers, owners and operators of fire pump stationary Cl ICE in this engine power cat-
egory with a rated speed of greater than 2,650 rpm may comply with the emission limitations for 2009 model year engines.

3|n model years 2009—-2011, manufacturers of fire pump stationary CI ICE in this engine power category with a rated speed of
greater than 2,650 rpm may comply with the emission limitations for 2008 model year engines.

TABLE 5 TO SUBPART IIII OF PART 60—LABELING AND RECORDKEEPING
REQUIREMENTS FOR NEW STATIONARY EMERGENCY ENGINES

[You must comply with the labeling requirements in § 60.4210(f) and the recordkeeping requirements in § 60.4214(b) for new
emergency stationary Cl ICE beginning in the following model years:]

Engine power Starting model year
19<KW<56 (25<HP<75) ...... 2013
56<KW<130 (75<HP<175) ... 2012
KW=>130 (HP>175) 2011

TABLE 6 TO SUBPART IIII OF PART 60—OPTIONAL 3-MODE TEST CYCLE FOR
STATIONARY FIRE PUMP ENGINES
[As stated in §60.4210(g), manufacturers of fire pump engines may use the following test cycle for testing fire pump engines:]

Mode No. Engine speed! (p‘l;ggl:]% > V\Ift:igtgtrigg
1. e Rated ......... 100 0.30
2. 75 0.50
3. s Rated ......... 50 0.20

1Engine speed: +2 percent of point.
2Torque: NFPA certified nameplate HP for 100 percent point. All points should be +2 percent of engine percent load value.
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